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A 4" high pressure (55 psi) natural 

gas main is provided at the 

westernmost corner of the 

building. The valve train consists 

of a shut off valve, a "Safeco" gas 

filter (installed 1996), a flow 

meter, a pressure regulator (55 

psi to 5 psi) and another shut

All of the existing piping system is in 

good condition.

NOTE: The valve train assembly is 

extremely vulnerable to damage from 

parking cars. The assembly is appx. 8 

feet directly in front of a parked cars 

bumper. If an errant driver causes his 

car to jum

North Parking Lot - 82,000K SF - 

Parking lot has large cracks 

through out. Block cracking, 

weathering and isolated 

moderate aligatoring is evident. 

Several ponding area (some 

exceed 3" deep.) Signs of previous 

crack seal. Pavement has settled 

at clean out

Remove pavement, rebuild and 

recompact base and repave.

East PAAL - the pavement is poor 

condition. Some isolated areas of 

aligatoring, pondnig.  Block 

cracking throughout. Consistent 

silt build up along east curb line 

from run-off from airport 

property run off. 11,800 SF.

Clean silt and debris from east curb 

line. Install 1150 LF of straw waddle 

or similar storm water filter on airport 

side of fence to preempts continued 

silt build up. Replace base and repair 

area with similar pavement section. 

Apply chip seal coat in the 

Toilet accessories, mirrors and 

painted metal toilet partitions.

Average condition; Replace with toilet 

room renovations.

Storage Area Distribution board 

and Panels are aged.

Replace panels with future change of 

use. Provide new 600A distribution 

board to serve storage area. With one 

200A 277/480V panels, and three 

120/209V, 42 circuit panels and a 150 

kvA dry type transformer.



1.  Twenty (20), 3 hp, Evaporative 

Coolers by "United Metal 

Products" installed appx 1996. 

Nominal capacity 4800 CFM each.  

2.  Eight (8) 3 to 5 ton "Rudd" 

rooftop Gas Packs installed 1995.  

3. One (1) 5 ton "International 

Comfort Products" Heat Pump in

1. In fair to poor but mostly functional 

condition. Recommend assessment of 

user requirements to determine how 

many units are needed, and then 

replacement of same.

2. In fair to poor but functional 

condition. Recommend replacement 

as units have major comp
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